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	 PSA-SERIES	เป็นโซลิดสเตทรีเลย์	ที่ทำ�ง�นเป็นแบบ	Phase	Angle	Control	ซึ่งส�ม�รถควบคุมมุมเฟสในสัญญ�ณ		Sine	Wave	ทำ�ให้กำ�ลังไฟฟ้�

ของโหลด	มกี�รเปลีย่นแปลงต�มสญัญ�ณอนิพทุทีเ่ข�้ม�		เหม�ะกบัง�นทีต่อ้งก�รคว�มละเอยีดในก�รควบคมุ	เชน่	คว�มสว�่งของหลอดไฟหรอืคว�มรอ้น

ของฮีตเตอร์	หรือควบคุมคว�มเร็วของมอเตอร์	เป็นต้น		สำ�หรับรุ่น	PSA-02-25		ส�ม�รถต่อร่วมกับ		POT	ที่เป็นโวลลุ่มได้	เนื่องจ�กต้องทำ�ง�นแบบต่อ

เนื่องและรับกระแสสูง	PSA-SERIES	จึงจำ�เป็นต้องติดตั้งกับ	Heat	Sink	เพื่อระบ�ยคว�มร้อนเสมอ

             

Model  PSA-01-40 PSA-02-25 PSA-A1

TYPE Phase Angle Control Amplifier

Power	Supply - - 220VAC

Input

Show LED	(Red	Show	Input	Control)

Type Control	Current		4-20mA Resistance	0-500kΩ Current		4-20mA

Input
Impedance 0.25kΩ 0.50kΩ 0.25kΩ

Output

Switching
Voltage 24-400	VAC 12-240VAC -

Peak	Voltage 800VAC 400VAC -

Switching
Current	 40A 25A 4-20mA	(	Max	3	Output)

Frequency Operating	Frequency	Range	47		to	100	Hz

Ambient	Operation
Temperature -10	ำC	to	60	ำC

Humidity 85	%	RH	Non-Condensing

Ambient	Storage
Temperature -20	ำC	to	80	ำC

Humidity 85	%	RH	Non-Condensing

Protection	Degree IP40

Installation Screw	with	Heat	Sink Screw	with	Heat	Sink DIN	RAIL	Mounting

Material ABS-V0

Size 44.5	x	58.2	x	22.8mm. 44.5	x	58.2	x	22.8mm. 36	x	90	x	58mm.

Weight 90	g. 90	g. 160	g.
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PSA-01-40

PSA-A1

PSA-02-25

	 Amplifier	รุ่น	PSA-A1	รบัสญั�ณ

อินพุต	4-20	mA	(1	Input)	และส�ม�รถต่อ

ใชง้�นรว่มกบั	PSA-01-40	ไดส้งูสดุถงึ	3	ตวั

สัญญาณเอาท์์พุท

PSA-01-40
Series with Load

PSA-02-25

24-400 12-240 25

Heat Sink Heat Sink

Potentionmeter

Input	100%	(500	k )

Input	50%	(250	k )

Input	25%	(125	k )

Input	100%	(20	mA)

Input	50%	(12	mA)

Input	25%	(8	mA)


