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Model   CMT-007B2 CMT-007B4

Power Supply
220 VAC ±15% 50/60 Hz

24 VAC/VDC ±15%

Power Consumption 16VA

Display 7 Segment, 6 Digit, Size 2.3 Inch, 1 Raws 7 Segment, 6 Digit, Size 4 Inch, 1 Raws

Input

Range Display and Setting Measurement Range -199999 to 999999

Input Frequency 0 to 10 kHz

Input Type Photoswitch, Proximity, Contact, Encoder , NPN , PNP

DC Source for Sensor 24 VDC 100 mA (Supply 220V)   24 VDC 30 mA (Supply 24V)

Decimal Point Setting 0 to 0.00000

Timer (Input Filter) 0.00 to 10.00 Sec

Timer Accuracy ±10 ms

Input Reset Dry Contact

Output Relay Output 3 Relay Output 5A/250VAC

Communication

Protocol MODBUS RTU

Baud Rate 4800, 9600, 19200, 38400, 57600 bps

Parity None, Even, Odd

Stop Bits 1, 2

Data Bits 8 Bits

Address 1-255

Ambient Operation
Temperature -10 ํC to 60 ํC

Humidity 85% RH Non-Condensing

Ambient Storage
Temperature -20 ํC to 80 ํC

Humidity 85% RH Non-Condensing

Protection Degree
Front Protection Rating IP52

Case Protection Rating IP30

Installation Hanging Mounting

Material ABS-V0

Size (mm.) 155 x 355 x 100 200 x 600 x 100

Wieght 1230 g. 2230 g.

ข้อมูลทางเทคนิค



DIGITAL COUNTER = 

3CMT-007B-SERIES
DIGITAL COUNTER

= DIGITAL COUNTER

2 CMT-007B-SERIES
DIGITAL COUNTER

คุณสมบัติ

การทำางาน

• เคร่ืองนับจํานวนแบบดิจิตอล

• แสดงผลดวยตัวเลข 7-Segment

• รับอินพุทจากอุปกรณเซ็นเซอรตางๆ เชน Photo Switch,

  Proximity Switch Encoder, Contact, NPN, PNP

• มีโหมดการทํางานใหเลือกใช 11 โหมดการทํางาน

• ใชงานงาย โดยการโปรแกรมผานหนาจอ

• มี Digital Input (Dry Contact) สําหรับ Reset คาได

• สามารถสื่อสารกับคอมพิวเตอรผานพอรท RS485 MODBUS RTU

  The CMT series are equipped whit a RS485 serial com-

munications interface to allow connection to computer or PLC. 

MODBUS protocal is provided as standard communication. The user 

can connect CMT series as network up to 255 meters.

MODBUS PROTOCAL

  This MODBUS Protocal has been implement in accordance 

with MODBUS.ORG MODBUS Application Protocal Specification V1.1 

With the following conditions applying

The following conditions apply

Baudrate must be set for 4800, 9600, 19200, 38400, 57600 bps

The format is MODBUS RTU

UART data 8 bites, 1 stop bit and no parity

Data is considered to be half duplex using 2 wire.

Exception Responses

The following exception codes will be supported only.

01 Illegal function

02 Illegal data address

03 Illegal value

  อุปกรณแสดงผลแบบดิจิตอล สําหรับงานผลิต ในงาน

อุตสาหกรรม แสดงผลดวย 7-Segment แบบ Real Time ใชเพื่อควบคุม

การผลิตใหเปนไปตามเปาหมาย ลดความผิดพลาด หรือใชตรวจสอบ

สถานะการทาํงานของเครือ่งจกัรนบัจาํนวนของเขา Stock สามารถทํางาน

ไดท้ัง นับข้ึนและนับลง รับอินพุทจากอุปกรณเซ็นเซอรตางๆ เชน Proximity 

Switch, Encoder, Mechanical Contact, NPN, PNP สามารถรับอินพุต

ไดเร็วถึง 10kHz มีโหมดการทํางานใหเลือก 11 โหมดสามารถกดปุม 

Shot cut โดยการกดปุม F เพื่อตั้งคา Set Point , กดปุม Up เพื่อแส

ดงคา Totol, กดปุม Down เพื่อ Reset คา Count และเก็บบันทึกคา

การนับดวย FRAM สามารถ Link กับ Computer หรือ PLC ไดทาง 

RS485 และ สามารถ Monitor, Logging, Edit คา ได

ขนาดและมิติ

SERIAL COMMUNICATION
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การสั่งซื้อ

CMT - 007B - -- -
OUTPUTSIZE OPTION POWER SUPPLY

OUTPUT

A 1 Relay Output (SP1)

AB 2 Relay Output (SP2)

ABC 3 Relay Output (TOTAL)

OPTION

None None

M RS485

SIZE

2 155 x 355 x 100 mm.

4 200 x 600 x 100 mm.

POWER SUPPLY

220 220VAC ±15%

24 24VAC/VDC ±15%

INPUT WIRING EXAMPLES (CONTINUE)

การต่อใช้งาน


