SMALL FOCUSED BEAM

Detects small object by fine spot focus beam

Fine spot lens NF-DAO3 and coaxial diffuse
fiber unit NF-DK21 enables 0.2mm Dia. Spot.

o 90.2mm

Adjustable spot size

You can adjust spot size, 0.7~0.85mm,

by changing length of fiber inserted in the lens
NF-DAO0G6, 20 +/- 1.5mm. Space saving
Side-beam type NF-DAQ7 is available.

$0.7mm $0.85mm

Detects small object by fine fiber core

0.125mm Dia. fiber core is built in NF-TPO1 and NF-DPO1 that enables detecting
small object. The sleeve provides easy position adjustment.
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Specifications (Diffuse)
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$0.2mm @ NF-DK21
®0.4mm @ NF-DTO1
(0.005mm gold-coated wire)

$0.3mm @ NF-DK21
¢0.5mm @ NF-DTO1
(¢0.005mm gold-coated wire)

¢0.5mm @ NF-DM02
(¢0.005mm gold-coated wire)

$0.2mm @ NF-DK21
(#0.005 gold-coated wire)
$0.4mm @ NF-DTO1
(¢#0.01mm gold-coated wire)
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(#0.005mm gold-coated wire)
¢1.4mm @ NF-DTO1
(#0.01mm gold-coated wire)

©¢0.7mm - 0.85mm @ NF-DM02
(#0.2mm gold-coated wire)

®0.5mm - 0.8mm @ NF-DMO02
(#0.1mm gold-coated wire)

Operating humidity is 35~85%RH. Please use in 0~40°C when it's 85%RH.
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Thin and Tiny objects detected with diffuse fibers become easier to detect under
higher sensitivity with longer response times or by boosting power of the emitter.
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Specifications (Thru-beam/Diffuse)

Sensing distance (unit=mm)

Operation
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Operating humidity is 35~85%RH. Please use in 0~40°C when it's 85%RH.
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