® HEAT SINK

HEAT SINK
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Model HP-01 HP-02 HP-02-F HP-02-FB HP-03 HP-04
Thermal Characteristics 1.95 kW 0.9 kW 0.3 kW 0.2 kW 1.95 kW 0.75 kW
Type 1@ SSR 3@ SSR 3@ SSR 3@ SSR 18 SSR 3@ SSR

Ventiled for DIN|  Ventiled for
RAIL With Fan DIN RAIL With

Specifications for DIN RAIL for DIN RAIL for DIN RAIL|  for DIN RAIL
Supply 220/240|  Fan Supply
VAC 220/240 VAC
SF23080AT
Fans None None (HBLGN) FP-108-1(S-1) None None
18 CFM 80 CFM
Air Volume None None . 3 None None
0.5 M /Min 2.3 M'/Min
Weight 0.68 Kg. 2.02 Kg. 2.28 Kg. 2.54 Kg. 0.32 Kg. 1.25 Kg.
Iunqia:un
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Dimensions (mm.) A B ©
I
HP-01 95 mm. 51 mm. 111 mm.
A
HP-02 123 mm. 119 mm. 110 mm.
. HP-03 60 mm. 48 mm. 78 mm.
L e
b HP-04 100 mm. 80 mm. 110 mm.
B C
Dimensions (mm.) A B C D
HP-02-F 123 mm. 120 mm. 110 mm. 137 mm.
HP-02-FB 123 mm. 120 mm. 110 mm. 168 mm.
Dimensions (mm.) A B @
E (Fan for HP-02-F) 80 mm. 80 mm. 25 mm.
FB (Fan for HP-02-FB) 119 mm. 119 mm. 38 mm.
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ing a contactor on a DIN rail EN50022 (omega) Fixing a inga by hand or with a screwdriver Mounting a contactor




