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• ปลั๊กฮีตเตอร์ใช้สำ�หรับเป็นขั้วต่อของฮีตเตอร์แบบต่างๆ

• แบบปลั๊กตัวเมีย (PL-1, PL-3, PL-4, PL-6) และปลั๊กตัวผู้ (PL-2, PL-5)

• สามารถทนแรงดันไฟฟ้าได้สูงสุด 600 VAC ทนกระแสไฟฟ้าสูงสุด 35A (PL-1, PL-2, PL-3), และทนแรงดันไฟฟ้าได้สูงสุด 220/380VAC 

  และทนกระแสไฟฟ้าสูงสุด 25 A (PL-4, PL-5, PL-6)

• อุณหภูมิในการทำ�งาน  200
o

C  (PL-1, PL-2, PL-3, PL-4, PL-6) และ 300
o

C (PL-5)

PL-1

PL-1 PL-2

PL-4

PL-2

PL-5

PL-3

PL-6

Model PL-1 PL-2 PL-3 PL-4 PL-5 PL-6

Type Female Plug Male Plug Female Plug 
(90

o

C) Female Plug Male Plug Female Plug 
(90

o

C)

Contact 2 2 2 3 3 3

Voltage 600VAC 600VAC 600VAC 220VAC/380VAC 220VAC/380VAC 220VAC/380VAC

Current 35A 35A 35A 25A 25A 25A

Material

Body Aluminium Aluminium Aluminium Silicon Stainless Silicon

Insulators Bakelite Bakelite Bakelite Silicon Ceramic Silicon

Contact Solid Brass Solid Brass Solid Brass Solid Brass Solid Brass Solid Brass

Operating Temperature 200
o

C 200
o

C 200
o

C 200
o

C 300
o

C 200
o

C

Weight 108.8g. 100g. 114.2g. 80g. 85g. 80g.



Group 

6
= PLUG HEATER

PL-SERIES
PLUG HEATER

6-22

H
E

A
T

E
R

PL-3

PL-5

PL-4

PL-6

PL-

1 Female plug� (Cast Aluminium Body)

2 Male plug (Cast Aluminium Body)

3 Female plug (90
o

C) (Cast Aluminium Body)

4 Female plug (Cast Silicon Body)

5 Male plug (Cast Stainless Body)

6 Female plug (90
o

C) (Case Silicon Body)
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