® PROTECTION RELAY

3 PHASE VOLTAGE - ASYMMETRY RELAY

Joyanwinaln

Socket

3 Phase 3 Wire

ArUAUUN

« Tiaddmiunsiaaauiaaunal (Phase asmmetry) wazandLia

(Phase sequency) n39zUUlN 3 1Wa 380VAC +20% 50/60Hz
« {11 Volume dmFLAIAN % vauivlaaunatl (Phase asmmetry) 5-25%
o SadumalignsiawazanaaunadiindAnasld Siadianing
U
= = I3 a a 1 1 & A
o 1 LED Aumsuansaniuznisvinnuilaiinasesaunaliaunadvae
andualignae uaz LED Alenuansaniuznisvinauvasaa
auqaéua:éqﬁumagﬂﬁm

td

o wnzdwitldlasiunawes, reunsaitas visequnsal aus

nsWavnisnviu

Supply Voltage

Power Supply Correct Sequence
3x380VAC *20% 50/60Hz
Setpoint
Power Consumption 2VA Asymmetry /\_, [\ f
Relay 1 LED Red (Phase Sequence) Moo Rsymmetry / \ / \VJ
Display / \\‘/\/
Relay 2 LED Green (Relay ON)
Relay
Scale Adjustment Scale 5 to 25%
Input Hysteresis 3.5%
Sampling Time 1 Sec. msaafa
Output Relay Output 10A 250VAC 10A 250VAC
Ambient | Temperature -10°C fo 60°C
Operation| Humidity 85 % RH Non-Condensing
Ambient | Temperature -20°C to 80°C
Storage | Humidity 85 % RH Non-Condensing
R
Protection Degree IP40 S LOAD
T

Installation DIN Rail Mounting
Material ABS-VO
Size 38 x 80 x 85.5 mm.
Weigth 210g.
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