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• อุปกรณ์เปลี่ยนสัญญาณจาก RS-422/ RS-485 ให้เป็น USB หรือ USB 
  ให้เป็น RS-422/RS-485
• สามารถส่งสัญญาณได้ระยะไกลถึง 1.2 km.
• อัตราการสื่อสาร Auto Baud Rate Max. 115.2 kbps.
• มี LED แสดงสถานะการทำางานของ RS-485, USB, Tx, Rx
• มี Adaptor 9 VDC เพื่อจ่ายแรงดันไฟเลี้ยงให้กับ RM-012N-D
• RM-012-D จำานวน 1 ตัว สามารถใช้ต่อพ่วงกับอุปกรณ์ (Device)
  ได้สูงสุด 128 ตัว

 อุปกรณ์เปล่ียนสัญญาณจาก RS-422/RS-485 ให้เป็น USB โดยเป็น
อุปกรณ์สำาหรับเป็นตัวกลางเชื่อมต่อกับอุปกรณ์อุตสาหกรรมต่างๆ ท่ีรองรับ 
RS-485 หรือ RS-422 เช่น PLC , CNC , Power Meter เป็นต้น โดยให้สามารถ
สื่อสารกับคอมพิวเตอร์ด้วย USB ได้โดยตรง

RM-012N-1 : RS-422/RS-485 Repeator
• อุปกรณ์สำาหรับเพิ่มระยะทางการส่ง
  สัญญาณให้ไกลขึ้นกว่าเดิม 1 เท่าตัว
• Baud Rate Max. 57.6 kbps.

การทำางาน

การต่อใช้งาน

อุปกรณ์เสริม

ขนาดและมิติ

การติดตั้ง การสั่งซื้อ

Power Supply 9-30 VAC/DC or Supply from USB*
Power consumption 3.5 VA

Display

USB POWER LED

RS-485 POWER LED
Tx LED
Rx LED

Input USB

Output
RS-485 or RS-422

Distance : Maximum 1.2 km.

Communication
Baud Rate : 1,200 to 115,200 bps.

Support Device Node : 128 Node

Ambient
Operation

Temperature : -10 ำC to 60 ำC

Humidity : 85 % RH Non-Condensing

Ambient
Storage 

Temperature : -10 ำC to 80 ำC

Humidity : 85 % RH Non-Condensing

Protection Degree IP20
Installation DIN RAIL
Material ABS-V0
Size (mm.) 113 x 23 x 110 mm.
Weight 100g.

Model
D USB to RS-422/RS-485

RM-012N-      D
ModelDIN RAIL


