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Power Supply
Push-Pull

Current Consumption Max 42.5mA

Pulse/Round 25-2048 Pulse/Round

Wave Form Output A,B,Z and  ,  , 

Rise/Fall Time 100 ns.

Max Frequency Response 200kHz

Max Speed 20,000 RPM
Operating Temperature -10 oC to 70 oC

Storage Temperature -30 oC to 85 oC

Operating Humidity

Degree of Protection IP50

Vibration 10-55Hz

Weight 200 g.

Shaft Diameter

Hollow Shaft Diameter 8 mm.

Housing Diameter 50 mm.

Cable

Direction of Rotation

Material

Steel

Encoder

Shaft

Push-Pull Line Driver 

Gray  : OV

Brown  : Power Supply
   8-30VDC

Green  : OUT A

White  : OUT B

Yellow  : OUT Z
Shield  : G (Ground)

Gray  : OV

Brown  : Power Supply
   5VDC

Green  : OUT A

Pink  : OUT 

White  : OUT B

Blue  : OUT 

Yellow  : OUT Z
Red  : OUT 

Shield  : G (Ground)

PR-01N-HPR-01N-S

Push-Pull
Positive Direction

Negative Direction

Negative Direction

Positive Direction
Line Driver
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CIRCUIT of OUTPUT SIGNAL

ACCESSORIES

25 25 Pulse/Round
50 50 Pulse/Round
100 100 Pulse/Round
128 128 Pulse/Round
200 200 Pulse/Round
256 256 Pulse/Round
360 360 Pulse/Round
400 400 Pulse/Round
500 500 Pulse/Round
512 512 Pulse/Round
1000 1000 Pulse/Round
1024 1024 Pulse/Round
2048 2048 Pulse/Round

TYPE
S Shaft
H Hollow-Shaft

SIGNAL OUTPUT
None PUSH-PULL 

8-30VDC (Supply)

L LINE-DRIVER
5VDC (Supply)

Diameter Shaft
None 8 mm.
06 6 mm.

Model
PR-02-06 6 mm.
PR-02-08 8 mm.

PR-01N- - -

S-N10-RP 
 rotoM  daoL  redocnE 

Accessories Coupling

PR-02-08 
 gnilpuoC : ***

 S-N10-RP    
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Push-Pull

Vcc

Signal
47Ω

ov

Vcc

Signal

ov

Reverse Signal

Line Driver

PR-02-06
PR-02-08
COUPLING for PR-01N-S

Model D1/D2 L D Torque Angular Material

PR-02-08 8/8 mm. 25 mm. 22 mm. 2 N.m. Polyester Resin

PR-02-06 6/6 mm. 25 mm. 22 mm. 2 N.m. Polyester Resin

-

PR-01N-H (Hollow-Shaft 8 mm.)

PR-01N-SERIES INCREMENT ENCODER ø50 MM

***หมายเหตุ : Coupling 
ใชตอรวมกับ PR-01N-N 
เทานั้น


