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Size mm
in

15
(1/2”)

15
(1/2”)

20
(3/4”)

L mm 80 110 130

B mm 85 85 85

I mm 160 190 228

D Threading in 3/4” 3/4” 1”

H mm 73 73 73

h mm 18 18 18

L

I

B

H

D

h

CONTENT

DESIGN
According ISO4064
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SK19-MI001-SMU058
MAP16 U0-D0 P 63

M211383

060000001

2031

IP68

2021R250H 

Q3 2,5

R160VH 

DIGIT-S1

T50

Radio activation icon 

End life alarm

Mode

Historical 
data(8 digits)

indication

Test mode 

CE marking

Approval 

class

Model

End-life 
expiration year

IR interface

Q3 meter 

class/Permitted 
position of
installation RxxH: 
horizontal installation 
RxxV: vertical installation 
RxxVH: vertical and 
horizontal installation 

year

DEVICE DIAL
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FUNCTIONALITY  
HYDRODIGIT

anti-magnetic. 

VERSIONS  

PACKAGING CONTENT

• Connection gaskets*
• Connectors*
• Seal*

ENVIRONMENTAL CONDITIONS
• Storage: from -20°C to +70°C
• Operating: from +1°C to +55°C
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SAFETY INSTRUCTIONS

Read all the instructions carefully before proceeding with the installation! Failure to comply with 
one or more procedures contained in the manual can be dangerous and cause damage to things 
and people.
It is recommended to comply with all applicable safety and accident prevention laws.

Directive 2014/53/EU.

alcohol or detergents.

damage and dirt.

For more information visit .
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The meter does not have protection against lightning.

operation.
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threads.

Problem Cause Solution

Display off discharged. Report to the after-sales service

Damaged casing Report to the after-sales service

external impacts Report to the after-sales service

external impacts Report to the after-sales service

external impacts or damage to the Report to the after-sales service

No radio transmission
discharged.

Report to the after-sales service

Error '_ _ _ _L Err' 
on the display system / taps. system / tap

Error '_ _ _ _O Err' 
on the display

Range higher than Q4 for 10 
installation of the meter

Error '_ _ _ _I Err' 
on the display 20 liters installation of the meter

INSTALLATION REQUIREMENTS
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OPERATION
Note: the following display pictures are given as example.

DISPLAY

DELIVERY STATUS

OPERATING MODE – RADIO ACTIVATION 

RADIO PARAMETERS
Wireless MBUS compatible

• No historical data.

replace the 

internal decimal places (litres)

detected)
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Walk-By mode parameters:

• Transmission interval: every day from 6 to 20.

• Historical Data (12 months).

• No historical data.

   freely).

• Historical data (12 months).
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• ABP mode and relative keys

LoRaWAN):

wM-Bus):

• Historical data (12 months)

LoRaWAN:

• ABP mode and relative keys
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wM-Bus:

freely).

• Historical data (12 months).

DEVICE DISPLAY LOOP

Device display Display time Example description

10 seconds
Radio: activated

2 seconds

2 seconds Display test “ALL ON”

2 seconds Display test “ALL OFF”

2 seconds Error message



Error Type Descrizione Activation Troubleshooting Reset Radio telegram

I_ _ _ _ Err
opposite direction is detected. meter installation.

Reset the alarm via LoRa 
if in LoRa version) or and the date of the alarm activation. After 

_O_ _ _ Err

exceeded the operating conditions. 

The error activates after the meter 
parameters.

Reset the alarm via LoRa 
if in LoRa version) or and the date of the alarm activation. After 

_ _B_ _ Err

the alarm is set.
and the date of the alarm activation. After the 

deactivation.

_ _ _R_ Err Reverse 
installation is on the correct direction.

_ _ _ _L Err Leakage
taps against leakages. and the date of the alarm activation. After the 

alarm reset the date changes to the date of 
deactivation.

13HYDRODIGIT

ERROR MESSAGE



14 User Manual v1.4.5HYDRODIGIT-S1

BATTERY AND REPLACEMENT PROCEDURES
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INFORMATION FOR CORRECT DISPOSAL OF THE PRODUCT

environment can have negative impact on the environment.

TRANSLATION
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Model HYDRODIGIT

Measuring class/Permitted installation  

Depending on the order

Flow detection technology

Temperature class

Display

Protection class IP68*

Local Interface Optical interface IR IEC 62056-21

Radio standard Depending on the version:

Radio Frequency MHz

Radio range / radio power Wireless MBUS: 300 meters**
LoRaWAN: 5 Km**

Battery life max 10 years***

restore the protection class.

TECHNICAL DATA



 

 EU DECLARATION OF CONFORMITY  
dichiarazione di conformità CE 

 
 

Water meter product type/model:  HYDRODIGIT-S1 
Modello di contatore per acqua: 
  
Name and address of the manufacturer : BMETERS S.r.l. Via del Friuli, 3 – 33050    Gonars (UDINE) ITALY 
Nome e indirizzo del fabbricante 
  
This declaration of conformity is issued under the sole responsibility of the manufacturer. 
La presente dichiarazione di conformità è emessa sotto la responsabilità del fabbricante. 
  
Object of declaration:   Water Meter, single-jet, electronic indicating device 
Oggetto della dichiarazione: Contatore per acqua, getto singolo, dispositivo di indicazione elettronico 
  
Above mentioned object is in conformity with relevant EU 
harmonization legislation: 

Directive No. 2014/32/EU (MID) and 2014/30/EU (EMC) and 2014/35/EU 
(LVD) and 2014/53/EU (RED) and 2011/65/EU (RoHS) 

L'oggetto sopra menzionato è conforme alla normativa di 
armonizzazione dell'UE pertinente: 

Direttiva No. 2014/32/UE (MID) e 2014/30/UE (EMC) e 2014/35/UE (LVD) e 
2014/53/UE (RED) e 2011/65/UE (RoHS) 

  
Relevant harmonized standards and normative documents and references to the other technical specifications used for declaration : 
Norme armonizzate pertinenti e documenti normativi e riferimenti alle altre specifiche tecniche utilizzate per la dichiarazione: 
   
EN ISO 4064-1:2017  EN 14154-1:2005+A2:2011  OIML R 49-1:2013  
EN ISO 4064-2:2017 EN 14154-2:2005+A2:2011 OIML R 49-2:2013 
EN ISO 4064-3:2017 EN 14154-3:2005+A2:2011 OIML R 49-3:2013 
EN ISO 4064-5:2017 
ETSI EN 300 220-2 v3.2.1 
ETSI EN 300 220-1 v3.1.1 
ETSI EN 301 489-3 v 2.1.1 
ETSI EN 301 489-1 v2.2.3 

Welmec Guide 7.2 (2020) 
EN 55032:2015+AC:2016+A11:2020+A1:2020 
EN 55035:2017-A11:2020 
IEC 61000-3-2:2018+AMD1:2020 
IEC61000-3-3:2013+AMD1:2017+AMD2:2021 

OIML R 49-1:2006  
OIML R 49-2:2004 
EN IEC 62368-1:2020+A11:2020+AC:2020 
EN 62479:2010 

Name and number of notified body: SMU Slovenský metrologický ústav, NB 1781, Karloveska 63  
84255, Bratislava 4,  Slovenska Republika Nome e numero dell’ organismo notificato: 

  
Certificate issued: EU type certification in accordance with Module B of Directive No. 2014/32/EU 
Certificato emesso: Certificazione UE di tipo in conformità al Modulo B della Direttiva n. 

2014/32/UE 
  
Issue the Certificate No:. SK 19-MI001-SMU058 
Numero del certificato emesso:  
  
Name and number of notified body: CMI Český metrologický institut, NB 1383 Okružní 31  

638 00 Brno  Czech Republic Nome e numero dell’ organismo notificato: 
  
Certificate issued: Certification of production, final product inspection and testing in accordance 

with Module D of Directive No. 2014/32/EU 
Certificato emesso: Certificazione della produzione, ispezione del prodotto finito e collaudo in 

conformità al Modulo D della Direttiva n. 2014/32/UE 
  
Issue the Certificate No:. 0119-SJ-A011-08 
Numero del certificato emesso:  
  
Signed by the General Manager   
on behalf of  BMETERS S.r.l.:   

Mr. Mauro Budai 
 

 

Firma del Direttore generale 
Per conto di BMETERS S.r.l.: 
 
  

Place and date of declaration issue:   Gonars, Italy, February 1, 2022  
Luogo e data di emissione della dichiarazione: Gonars, Italia, 1 Febbraio 2022 
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MANUFACTURER ADDRESS
B METERS srl 
Via Friuli, 3 • Gonars 33050 (UD) • ITALY

Tel: +39 0432 931415
Tel: +39 0432 1690412
Fax: +39 0432 992661

E-mail (sales/info): info@bmeters.com
E-mail (support): ticket@bmeters.com
Web: www.bmeters.com




