CYLINDRICAL TYPE

Three types to choose from

Super narrow type Side beam type Sleeve type

Sensing distance (unit=mm)
Value in parenthesis is the Minimum detectable object size. (copper wire)

Operation
temperature
(c~%)

Radius

Sensing head
(mm)

Part Number

Thin  Flexible

s 500 54
;l 3t (screw tightning range) 35 553-
18.3 5-PL Long
. S— 44 30
o1 007/ 38 18 10 —40~60 R=4
(sus) 38T Fast
¢1.4(PVC) o5 Py
detecting part detail 2FS
15
1-HS
©0.265x1 5
7-EL 3-ST
Thin 900 250 Long
005xt e e 550 140 a0
T o | 1 o= s 200 120 | —40~70 | R=15
400 45 Fast
\ 1.5 5US \ﬂ +LG
) 350 90
Sl Thin  Flexible 78E5L0 325775 Long
$0.25x4 10 1000 | E5';'0 §F550 3? 0
—\® } 1 1 SPL 1-HS 200 110 —40~70 R=4
450 50 Fast
E \@1.5 SUS Nt 4LG 90
2 400
2 7EL
= 1,710
6-UL
1,530
5-PL Long
- ‘ 8o - 2000 ‘ 1,350 900
2 20, 4LG std
o~ ~ > 1,230 550 350 —40~70 R=25
© C 1 \ 5 ] sar Fast
$3(PVC) \ﬁ 2-FS800 250
1t $2.5(SUS) 1-H§80
160
7-EL 3-sT
Lens attached 2000 3600 1,800 Long
P2lens *‘ {3_1 "*(2) i 60C Py 2,300
o of fiber O 3,600 1,000 std
exterior of fiber %‘:‘ : 5hL 18 1,300 550 —40~60 R=1
42 S \e22 3,150 340 Fon
- o1 B muit core fber ¢0.075x151 5':6790 550
hs) . 7-EL 3-ST
Flexible 4,000 1,000 Long
®1.0x1 14 . 2000 ‘ 6-UL 2FS 290
| | 2,000 550 —40~70

; - 5-PL 1-HS 400 360 R=2
ﬂ:&—F 1,600 180 ot
LR SUS303 : ‘1'5200 200

Operating humidity is 35~85%RH. Please use in 0~40°C when it's 85%RH.
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Specifications (Thru-beam Type : Standard)

Sensing distance (unit=mm)
Value in parenthesis is the Minimum detectable object size. (copper wire)

Operation
temperature

(c~%)

Radius
(mm)

Sensing head Part Number

Sensing distance (unit=mm)

Operation

. Value in parenthesis is the Minimum detectable object size. (copper wire) A
Sensing head temperature Radius Part Number
o mm|
c~c) | (mm
®1 Sleeve:15 mm  Sideview Flexible TEL
160
15 2000 | 6-UL

e - ] A | o
X 130 90
N e2sPvo) N1 o5 ;'Lfo ;“6 20 —40~60 R=1

2 (SUS) 3-ST Fast
¢1(suUs) multi core fiber 76 25

b2

$0.05x151 =Fs
optical axis 1_:155
—_ 11
) ) 7-EL 3sT
2 2,500 800 PR
c Jdetail  [Fixingcut g0 2000 1600 200 g
2|3 My e Loy s 400 180  —40~70 R=25
Q 1_}5_% ‘4’3 ‘ head base:material SUS303 ¢2-2[ 1,300 140 Fast
2 4L 200
= 2.8 1,100
Sidevi 7-EL 38T
S eotcal 25 2000 3,600 2,100 500
b4 axis 12 1~(screw tightning range) y . )
/\%,i,ﬁ 4 1 e 3,600 1,600 57000 1,000 = —40~60 R=25
scre:\inZiTghtning ‘ (1 ) $2.2 ?ﬂg 00 530 F;s‘
94 (PVC : -
ES9N detecting part detail deteoting part(¢2.5) 3,240 1,000
Sideview Flexible 2 EEEOO ESTOOO Long
13 3'6] —30 2000 |\ 0L 2¢s 1,800
238 = ! sl
I VAR [N fo 3500 1,900 T 000 700 | —40~70 R=1
3l «L Reflective mirror:Material glass 3,500 300 Fast
" (with Al plating) 4LG
Hoad detal 5/ Lons Material PO 3,000 500

Sensing distance (unit=mm)
Value in parenthesis is the Minimum detectable object size. (copper wire)

Operation
temperature
(c~%)

Radius
(W]

Part Number

3.7
———rm T ;:.i:@ v7273 52\;3!.
5-PL Long
?0‘5 ) inje15 - 1000 p” 23 18
Sus 20 4LG Std
35 20 5 3 —40~60 R=10
$5.3 ‘ 18.3 3-sT Fast
& A {- 13 N.A.
B — ] 2.Fs
15 \g2(Pv0) \g3.7 ;Eé; e 3
detecting part - 2.2 1-HS
3 el E¢O.125x4 ©4.33(PA) 1
= Flexible 1000 300 50 o
$0.25x2 $0.25x2 6-UL 2-FS
(receiver) (emitter) ;‘_E_O :‘Hss 2‘6 20 —40~70 R=4
;l :560 18 Fast
detecting part detail 130 15
7EL 3T
Long
) 90.5x2 ‘ 10 ‘ 2000 | a0 P 100
o 200 = *60 45 —40~70  R=15
° -9 190 10 Foot
25 sus et 160 30

Operating humidity is 35~85%RH. Please use in 0~40°C when it's 85%RH.
Sensing distance of diffuse type is for 500 x 500mm white paper.
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Specifications (Diffuse Type : Standard)

Sensing distance (unit=mm)
Value in parenthesis is the Minimum detectable object size. (copper wire)

Operation
temperature

(c~)

Radius

Part Number
(mm)

Sensing head

15 y 690 320
27
" (20) 6-UL 2-FS 400
A — 640 120 s —a0~70 | Ao
ing part Gk LI = 556% 1-Hss0 200 150 R=25
detail $3 AN ——— Fast
&l \screw tightning face 3.2(PVC) \$1.3x2 4458 100
Coaxial Flexible 7-EL
15 2000 ) 270
7 ‘* ‘ v : Emitter Gz'lg'o
. m 5-PL Long
) 210 120
> : Receiver 4G std T
tightning face \$1.25 180 70 55 40~60 R=2
27 detecting part detail ::13270 Fa§5
receiver: $0.265x9 2-FS
60
emitter: 0.5x1 1-HS
multi core fiber ($0.05x151) x1 20
7-EL 3-ST
Long
— 2000 | 320 A0 400
1.0x2 std
1.0 _\ | ol 90 250 250 160 —40~70 = R=25
®3] $1.3 650 80 Fast
N\_SUS303 4Le
550 100
Flexible ES?SLO 325715 Lon
’ 17 ) 2000 | 6-UL 2FS 300
0102 ‘ ‘ 550 170 ??30 110 —40~70 R=2
93| $1.3 le560 55 Fast
M\._SUs303 375 90
7-EL 3-ST
Flexible Long
10 2000, ?&0 ;I?SO 120
© ‘ﬂIﬂ‘C H &% @ ® e R
Fast
detecting part -
deta \easue Vot 41Ig() 25
$0.82 Sleeve:5mm Flexible 500 3159"0 ng Z’(")g
90251 gozsa | | 15 55 s
(receiver) 5-PL Hs 15 10 —40~70 R=4

(emitter) @
( ¢SSUSSUS i 12 ‘@ 75 8 Fast
0.82 : 921 4-LG 5
detecting part detail 4Sjoint bracket SUS 25 65

Operating humidity is 35~85%RH. Please use in 0~40°C when it's 85%RH.
Sensing distance of diffuse type is for 500 x 500mm white paper.

Specifications (Diffuse Type : Sideview)

Sensing distance (unit=mm) .
B Value in parenthesis is the Minimum detectable object size. (copper wire) Operation
Sensing head temperature Part Number
“m BRF (c~0)

¢2 Sleeve:15 mm Flexible

7-EL

15 15 2000 53

;ﬁ o | o
" T — Y oix2 5-PL Long
“M/;a sUs) | \gs2(Pvo) 43 25

36 12 10 —40~60 R=1

T optical axis 3-sT Fast
T — 20 5

$0.5

) 12
exterior 1-HS
of fiber 4

multi core fiber ¢0.05x151

Operating humidity is 35~85%RH. Please use in 0~40°C when it's 85%RH.
Sensing distance of diffuse type is for 500 x 500mm white paper.

Ramco Innovations 800-280-6933 www.optex-ramco.com





